
לוחות צמר עץ לחיפוי קיר של חברת Celenit איטליה - יבואנית חברת גולמט בע"מ. לוחות העץ עשויים שבבי עץ 

אשוח דחוסים בעובי 1 מ"מ בשילוב צמנט. לחיפוי ערכים אקוסטיים גבוהים 0.9 עד =NRC )בתוספת מזרני צמר(. ניתן 

לקבל בחיתוך צורני ו/או בחרוץ CNC למראה מרשים. גוון לבחירה ממניפת טמבור. בעל תקן אש ישראלי ובין לאומי. 

מיוצר מחומרי גלם ידידותיים לסביבה.

ץ ע ר  צמ ר  י ק י  ו פ י ח
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בנייה מתקדמתחיפוי וקירויתקרות ואקוסטיקהבידוד ותעשייה חומרים ואנשים לבנות עליהם
WALLMAT rollmat ECOMAT GOLMAT

משקל )ק״ג/מ״ר(עובי )מ״מ(מידות )מ״מ(שיטות תלייה
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extra-thin fir wood wool bound with white Portland cement. Wood 
wool is 1 mm wide. High quality boards for design acoustic absorption 
systems.
It complies with EN 13168 and EN 13964. 
The boards are certified by ANAB-ICEA and natureplus for 
eco-compatibility of materials and manufacturing process.
CELENIT ABE is PEFC™ certified. Also available with FSC  certification.

Also available with grey Portland cement [CELENIT AE].

Certifications
ISO 9001:2015  no. 1351 
ANAB  no. EDIL 2009_004
NATUREPLUS  no. 1007-1511-134-1
EPD   S-P-02275
FSC   no. ICILA-COC-002789  
PEFC™  no. ICILA-PEFCCOC-000117
ICEA  no. LEED 2015_001
ICEA  no. REC 2015_001 

Edges detail
D - S4 - RD
DT - T - RDT - RST - PS - PM

Colours

Applications
false ceilings, wall coverings, baffles 

Technical data

Logistic data

Certified by the University of Bologna - LEBSC no. 809 | rev. 07.05.2009
2  The reaction to fire does not change for painted products

Standard EN 13168 - EN 13964
Designation code CELENIT ABE WW-EN13168-L3-W2-T2-S2-CS(10)300-Cl3
Designation code CELENIT AE WW-EN13168-L3-W2-T2-S2-CS(10)300-Cl1
Length x Width [mm] 2400x600 - 2000x600 - 1200x600 - 600x600
Thickness [mm] 15 25 35
Weight [kg/m ] 7.8 12.0 15.0
Declared thermal conductivity λD [W/mK] .075
Declared thermal resistance RD [m K/W] 0.20 0.30 0.45

Dimensions [mm] Pallet 15 mm 25 mm 35 mm 

boards: 2400x600 130 88 60 
pallet: 2400x1200 187.20 126.72 86.40 
boards: 2000x600 130 88 60 
pallet: 2000x1200 156.00 105.60 72.00 
boards: 1200x600 130 88 60 
pallet: 1200x1200 93.60 63.36 43.20 
boards: 600x600 260 176 120
pallet: 1200x1200 93.60 63.36 43.20

Compressive stress 
at 10% deformation σ  [kPa] ≥ 300

Water vapour transmission µ 5
Specific heat cP [kJ/kgK] 1.81
Reaction to fire Euroclass B-s1, d0
Chloride content CELENIT ABE [%] ≤ 0.06
Chloride content CELENIT AE [%] ≤ 0.35

Sound absorption αw up to 1.00 - NRC up to 0.95
Durability Class C
Light reflection CELENIT ABE [%] 50.7 - 74.0 painted white 05/15
Light reflection CELENIT AE [%] 31.2
Release of formaldehyde Class E1
Release of asbestos
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בליעת רעש       
)A דרגה( NRC=0.9 עד

  =1
* הנתון מתייחס להרחקה מינימלית של 5 ס"מ ומזרנים לספיגה אקוסטית בדחיסות של "2.

עמידות לאש  
EN 13501 ע"פ תו תקן אש בינלאומי

ידידותי לסביבה
חומר ממוחזר וידידותי לסביבה 

חירוץ 
לפי דרישה

צבעוניות 
גוון לבחירה ממניפת טמבור
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Thermal and acoustic insulation board, 
consisting of mineralized thin fir wood wool 
bound with white Portland cement. Wood wool 
is 2 mm wide. It complies with EN 13168 and 
EN 13964 standards.
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Sound absorption

1. Application in adherence - w up to 0.60

2. Empty air-gap - w up to 0.65

3. w up to 0.95

Thermal and acoustic insulation board, 
consisting of mineralized thin fir wood wool 
bound with white Portland cement. Wood wool 
is 2 mm wide. It complies with EN 13168 and 
EN 13964 standards.


