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תקרת צמר סלעים בתלייה מונחת בצבע לבן מדגם Artic של חברת Rockfon דנמרק.
). תקרה לבנה בעלת משטח סטנדרטי לתקרה ערכים אקוסטיים גבוהים מאד )0.9=
אידיאלית לרוב השימושים. מותאמת לסביבת משרדים, מוסדות חינוך או מרכזי קניות.

לתקרה תקנים ירוקים מחמירים בין לאומיים.

משקל )ק״ג/מ״ר(עובי )מ״מ(מידות )מ״מ(שיטות תלייה
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בליעת רעש       

           =0.90

עמידות לאש  
EN 13501 ע"פ תו תקן אש בינלאומי

(A דרגה(

עמידות בפני לחות 
עד RH 100% אין סטייה נראית לעין

C/0N בלחות גבוהה 

ידידותי לסביבה
חומר ממוחזר וידידותי לסביבה

   bronze-ו silver ע"פ תו תקן

תקן לאיכות אוויר תוך מבני 
סיווג פליטת M1 לחומרי בניין 

ותווית האקלים המקורה לפליטה נמוכה 

החזר אור
82%

  Carbon footprint
2.43 kg of CO2 eq

(cradle to gate based on EPD(

ניקיון 
עמידות משופרת בפני חיידקים ולכלוך

α

Reaction to fire

The fire resistant properties of stone wool ensure 
Rockfon ceiling tiles provide fire protection in 
construction. The fire protection properties of Rockfon 
ceilings have been tested and classified in accordance 

systems to create a 30 minutes fire protecting ceiling 

can also be used to create a 30 minutes fire protecting 

Light reflection

No visible deflection in high humidity

Certified

Finnish M1 emission classification for building materials 
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